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I DITEC TECNinox sono caratterizzati da una minima 

presenza di tubazioni. Questa struttura semplice 

ed efficace consente una riduzione dei consumi 

energetici e un contenimento della contaminazione 

microbiologica.

PERCHÉ DITEC 
TECNINOX

TECNinox’s DITEC is built with the simplest piping 

structure possible. This simplified and efficient 

design aims to reduce energy consumption and 

to contain microbiological contamination.

WHY DITEC 
TECNINOX

WFI, sempre conforme

La Water for Injection (acqua per preparazioni 

iniettabili) è una delle principali materie prime per 

la produzione farmaceutica, le cui caratteristiche 

sono regolate da normative internazionali. 

Per mantenere integre le sue qualità, la WFI deve 

essere trattata con attenzione sia all’interno del 

ciclo produttivo sia durante lo stoccaggio.
I distillatori a multiplo effetto sono gli strumenti 

più utilizzati per la produzione di WFI. 

I DITEC TECNinox combinano la sicurezza di un 

prodotto standard e la versatilità di customizzazione 

con un alto livello qualitativo, performance stabili 

ed efficienti.

WFI, keep it compendial

Water for Injection is one of the main raw material 

for pharma production, its specifications are 

indeed regulated by international guidelines. 

To keep its qualities intact, WFI has to be handled

carefully all along the production cycle and 

during storage. Multiple effect distillers are most 

widely used for WFI production.

TECNinox’s DITEC distillers combine the 

safety of a standard product and versatility of 

customization with high quality level, stable and

efficient performance.



Modelli 
Models

con Vapore Industriale
with Plant Steam @ 8 bar

con Vapore Industriale
with Plant Steam @ 6 bar

con Vapore Industriale
with Plant Steam @ 3 bar

250 250 200 130

500 500 400 280

750 750 670 400

1000 1000 830 530

1500 1500 1250 800

2000 2000 1600 1100

3000 3000 2500 1650

4000 4000 3300 2200

5000 5000 4150 2720

6000 6000 5000 3270

Capacità Produttiva WFI (l/h)* | WFI Production Capacity (l/h)* 

Modelli 
Models

4 effetti
4 effects

5 effetti
5 effects

6 effetti
6 effects

7 effetti
7 effects

8 effetti
8 effects

250 1400x1000x2600
750 kg

500 1650x1100x2600
860 kg

2200x1100x2600
1000 kg

750 2000x1200x2900
1000 kg

2500x1200x2900
1200 kg

3000x1200x2900
1400 kg

1000 2500x1400x3300
1200 kg

2800x1400x3300
1400 kg

3200x1400x3300
1600 kg

1500 3000x1500x3600
1500 kg

3300x1500x3600
1800 kg

3600x1500x3600
2000 kg

2000 2550x1500x4200
1900 kg

3300x1500x4200
2300 kg

3600x1500x4200
2800 kg

3000 3300x1500x4200
2700 kg

3600x1500x4200
3400 kg

4400x1500x4200
4000 kg

4000 3500x1600x4400
3000 kg

4150x1600x4400
4000 kg

4800x1600x4400
5000 kg

5450x1600x4400
6000 kg

5000 4500x1700x4400
5000 kg

5200x1700x4400
6000 kg

5900x1700x4400
7000 kg

6000 5300x1700x4400
6000 kg

5900x1700x4400
7000 kg

6500x1700x4400
8000 kg

Dimensioni e Pesi** Larghezza x Profondità x Altezza (mm) x Peso | Dimensions and Weight** Width x Depth x Height (mm) x Weight

* I dati di cui sopra hanno una tolleranza del ± 5% 
The above data have a tolerance of ± 5%.

** Dimensioni di massima 
 Maximum dimensions.



Preriscaldatore a serpentina integrato nella 
colonna, di nuovo design e frutto di lunga 
ricerca ed esperienza

Sistema di evaporazione a film sottile con
evaporazione istantanea (flash) per migliorare
l’efficienza di evaporazione

Separazione delle gocce d’acqua basata sulla
combinazione di fattori fisici multipli

Integral pre-heating coil, new design result 
of long research and experience

Falling film feed system with an instantaneous 
flash evaporation effect to improve evaporation
efficiency

Water droplet separation based on 
 the combination of multiple physical factors

Design pensato

Think. Design.
Pure steam production at first-effect 
in alternation or while producing CS

Automation and control: 
the system is controlled by industrial PLC 
based on HMI interface
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Produzione di vapore puro dal primo effetto:
possibilità di produrre anche CS in concomitanza 
o in alternanza

Automazione e controllo tramite PLC industriale 
con interfaccia operatore HMI
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COOLING INLET

WFI OUTLET

CONDENSATE

DISCHARGE

OUTLET C.S.
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Le impurità dell’acqua vengono eliminate attraverso 

processi di distillazione, tramite fasi di evaporazione 

e condensazione del vapore. I distillatori a multiplo 

effetto sono costituiti da colonne, composte da 

scambiatori di calore e camere di separazione – detti 

effetti o stadi – disposte in serie, operanti a pressioni 

e a temperature decrescenti.

PURIFICARE 
L’ACQUA
 

Affidabilità. Rigore.

Water for Injection apirogena e conforme alle 

normative USP, EP, JP.

Impurities of water can be eliminated by 

distillation process, which consists in water 

steaming followed by steam condensing.

Multiple effect distillers are composed by a 

specific number of columns, consisting in heat

exchangers and decontamination chambers 

– the so-called effect – joined by flange 

connections.  The columns operate at decreasing 

pressure and temperature.

PURIFYING 
WATER

Reliability. Accuracy.

Pyrogen-free Water for Injection compliant with 

USP, EP, JP guidelines.

FORMAZIONE ASSISTENZA
TRAINING CUSTOMER CARE
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CONFORMITÀ ASME BPE
ASME BPE CONFORMITY

MANUALE D’USO
USER’S MANUAL

TEST E QUALIFICA
TEST AND QUALIFICATION



TECNinox S.r.l.

Via Emilia, 89/A 
43015 Noceto - Loc. Sanguinaro (PR) - Italy
T. +39 0521.825324 - F. +39 0521.825257

www.tecninox.it - info@tecninox.it

IT IS THE MIND
THAT SHAPES
THE STEEL
Solutions for the 
pharmaceutical and 
biotechnological industries

Find out more 
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